
RV  Bunk  Ladder  

LA-­‐460  /  LA-­‐466

Thank  you  for  purchasing  the  Stromberg  Carlson  LA  -­‐  Series  RV  Bunk  Ladder.    When  assembled  
and  used  properly,  this  product  will  provide  many  years  of  trouble  free  service.    This  kit  
contains  components  and  hardware  for  one  complete  bunk  ladder.    Please  read  these  
instrucIons  completely  before  assembly.    Complete  the  following  easy  steps  and  you  will  be  
ready  to  use  your  new  bunk  ladder.

Tools  you  will  need:

 #2  Phillips  screwdriver

Parts  Enclosed:

 One  Bunk  Ladder  60”  or  66”

 Four  screws  #10  x  1”  Phillips  pan  head

 Two  Bunk  Ladder  Retainers

IMPORTANT!

Your  Bunk  Ladder  must  be  installed  so  that  the  ladder  angle  is  no  more  than  11  deg.  from  a  

verIcal  posiIon.  It  should  be  installed  so  the  distance  of  the  ladder,  legs  resIng  on  the  floor,  

from  the  bunk  rail  are  as  follows.  See  diagram.  To  do  otherwise  will  cause  damage  and  

invalidate  the  Manufacturer’s  Limited  Warranty.




                                                                                                                              


